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MPEG4 h.264 AVC compatildbecoder& IPTVRecelver
with HDMI/VGA/CVB®ut

Audio Out
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h.264 AVCcompatible Decoder & IPReceiver BLANKOM HD264

1 Inputs: 1xHD/SD in h.264 compatible streams like IPTV Decoder is designed for TV
from our Encoders(no MPEG2 support) signal reception in excellent

1 Outputs HDMI, CVBS, VGparallel quality over LAN and WAN.

1 Stereo Audio embeddediecoding of AAC and MR.2,
external Audio Output (3.5mm $ereo)

1 FHD Resolutiorl080p 720p... no interlaced

The h.264 compatible
compression technology features
low-latency and low bit rates for

1 IPInput: RTSP, UDRTR, HTTRHLS, FL\RTMPs _ _
1 Receptionof Video GmeraUHD/HD streamsnd other IPTV system reception. The high
sourcecontent over LANor WAN efficient decoding chip saves
1 Inserting of Text, Logos and scrolling Text as Overlays bandwidth cost through all its
1 Videoover IP applicationgSgnal distribution) resolution range.
9 Digital Signage applications )
1 Vigeo cogfergnciI:)gCamera streaming FEGEPUEN EF SlEs 301 1Y
o channels through the IPTV/OTT
1 IPTY or? LAN applications, Corporate IF.dek/Broadcaste.rs network using stateof-art IP
1  Monitoring up to 4streams on one TV picture (4xMosaic) technology from almost any kind
' Remote management by an inbuilt Webservénterface of video input.

Either 1 Stream irrulHD or for
| Monitoring up to 4 streams on

BLANKOM HD{264 decoder serves the one TV output as Mosaic picture
distribution of FullHDand SDTV/Video content ~ ¢21 Pe displayed.
through IP networks in digital quality. Excellent video and audio quality

The live Video can be received by this decod High reliability. Web-Interface.
as an IP stream and displays it on to standard
sets.Monitoring of 4 Streams in parallelon 1 T

set by a mosaic feature

No regular service and
maintenance need during
operation.

../~ ..setting signals'!
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Application Example

— | X
Termine ab Miinchen: 21.10 & 28.10.19
© 089 710 454 707 j

www.sonnenklar.TV

Example output of 4 differenencoded streams with Text overlays inserted by the encoders & the decoder

®
BLANKOM
an IRENIS brand W sefls Shals

Blue-Ray-Player

TB- to encode

HDE-275 4K Encader HDE-275Q 2x4K + 2:
encoder e

IPTV STB-4K source

PC-Presentatio
4K 30fps

HDE-4K5

TV Source-
Mediaplayer

&) ©
=
RST  WNbu__ voaou MO O Emorer 60®

Digital Signage

° ) - = Wl

RST MO HOMIOut  Etheret

Multiple Display outputs

4x stream monitoring Mosaic *

UHD-Screen
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Technical Specifications:

Function h.264 (MPEG4 compatibel) Decoder and 4 pic Moségwer
SYSTEM Embedded HiLinux System, stable and effecti2d/7 stability
RJ45GbEthernet up to 4 Streams (Mosaic),
INPUT i
management by web browselfirmware upgradeby web
Protocol HTTP /HLS / FLV / RTSP / RTMBDP/RTP (Unicast/Multicast
Data Rates 100 kbps-32 Mbps per strearh
Resolutionmax: 1080p6Q 720p and belowto SD formats

h.264 (AVC) in max.080p6Q JPEG/MJIPEG

Video Deoder CBR or VBBaseline /main /high profiledecoding

Audio Deoder STERE®AC/AAC+/AAC++/MP3/MP2 G7A&U

Audio samplerates 8000/.../48000Hz

OosD 4 Logo (bmp’ s wicblor)andrTexiMisertion as aamsparemtroeeralys
Picture adjust Brightness, Hue, Saturation, Contrast

Profiles H.264/AVC High/Main/Baseline Profilé.4.2

Audio output HDMI embedled Audio in 48KHz( And additional 3.5mm Stereo jack outor CVBH

1080P@60/10801@60/1080P @50/10801@50
1080P30/1080P25/720P60/720P50/576R%P5/480P60 fps  etc...

CVBS Output PAL 720x576 & NTSC 7268

1080P@60/10801@60/1080P @50/10801@50
1080P30/1080P25/720P60/720P50/576P50/480P60 fis...

HDMEmax out format

VGAOut

Maximum decoding

Dt o Al @l s 1 Picture stream output1080@60fps @32mbps

1-1080p@60fps bitrate can be up to 32mbps
Up to 4 Input streams | 2-1080p@60fps@10mbps max. for each stream

for Mosaic picture: 3-1080p@50fps@10mbps max. for eastieam
4-1080p@30fps@20mbps max. for each stream
Relative Humidity 5% to 90% norcondensing

Storage temperature -20° to 80°C

Operating temperature | -10° to 70°C

Power supply 5-12V DC, 1A

Dimensions 155x120x30mm

Weight 2669/ incl. Package and PSO;7kg
Consumption 5-10W

Companion products:

- HDE275/Q 4xEncoder 4K/HDMtompatible to IP Streaming
- HDE264/265 and SDR265 boxed encoder series

- EMUENcoder Streamer series

- IGA4400 / IGA824 IP Stream Gateways/Converters

- BTR6000 Transcoder

*) subject to change w/o further notice and depending on versions
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Quickstart:

Default IP address = 192.168.1.169
Please set your computer in the same range, open the webbrowser and insert its address.

Than enter admin and admin as Username / P\ind you are in:
« > C O & 192.168.1.169 & @ =

Hzou ) =coder,

Address setting

decode wndnum: (1~

channell addr: [udp://@238.0.0.1:12345 | audio: @ cache(ms):[sw |

[0-4000]

Address setting

System setting

4 streams Mosaic:

Address setting

decode wndnum: (s ]
Address setting

channell addr: [udp://@238.0.0.1:12345
[0-4000]

audio- @ cache(ms)

System setting

channel2 addr: [udp://@238.0.0.1:1235 audio: O cache(ms):

audio: O cache(ms):

channel3 addr: [udp://@238.0.0.1:12345
[0-4000]

audio: ) cache(ms)

channeld addr: [udp://e23.00.1:1235

[0-4000]

Only 1 Audio can be selected to output processing.

IP-Settings:

Hzoay acoder

Network setting

Internet access
Address setting DHCP:

IP:
mask:
Networkietling gateway:
mac:

Status

System setting

DNS

dnst:[mumis ]
dns2:

-4 - All technical data are subject to change w/o further notice .... © Irenis GmbH 01-2020




BLANKOM HDD-264
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Output settings:

Hzog ) acoder

Siatus

HD output: q [[Jthe same as input source
Address setting

4B0PED
CVBS output:
System setting brightness: 50
contrast: 50

hue: 50

g
8
I OE O .

System output

saturation: 50

HD output: |

CVBS output:

PAL

brightness:

Updating: Selecthe proper submenu and chose the up.rar file for your decoder:

current version: 1.30

choosefile: NN | 49%

System setting

warning: Upgrade file name is up.rar.Please dont upload by different people at the same
time,dont power off or refresh the page during upload.

Status

Address setting

Ly

System update
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Reboot device

Status

Address setting restart system: [EALSSlu L < please wait...

s

System setting

Reboot device

Then and Now:

System update
current version: 1.44
Upload

warning: Upgrade file name is up.rar.Please dont upload by different people at the same
time,dont power off or refresh the page during upload.

N

Reset: sets it back to faory defaults,
Reboot: do not need to be explained ?
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